
  

Chelsea PTO 885 Parts Manual 

Pro Gear Chelsea 885 Series PTO parts manual to assist in identifying the parts for your Chelsea 
Power Take Off unit. 

If you need any assistance identifying the correct Power Take Off unit for your truck and equipment, 
contact your Chelsea replacement part specialists at Pro Gear and Transmission. 

Pro Gear stocks every part for your Parker Chelsea PTO including: PTO housings, mounts, 
driveshafts, gears, bearings, gaskets, cable shift cover assembly, post and plate assembly, brackets, 
stud kits, seal kits, lever control assembly, air shift cover assembly, direct mount pump conversion 
kits, stud kits including English and metric references, CAT D&H parts and much more. 

Pro Gear Transmission has same day shipping and 1000’s of products in stock and ready to ship 
internationally for your next project. 

For parts or service contact the Chelsea specialists at Pro Gear & Transmission, Inc. 

1 (877) 776-4600 
(407) 872-1901 
parts@eprogear.com 

https://www.progearandtransmission.com/
https://www.pgttruckparts.com/
https://www.pgttruckparts.com
mailto:parts@eprogear.com
https://www.chelseaptopart.com/


Effective: November 15, 2018 
Supercedes: HY25-2885-M 1 /US October 15, 2001 

Power Take-Off Parts List 

885 Series 

Parker lchelsea 
ENGINEERING YOUR SUCCESS. 

https://www.chelseaptopart.com/


& WARNING - User Responsibility 
FAILURE OR IMPROPER SELECTION OR IMPROPER USE OF THE PRODUCTS DESCRIBED HEREIN OR RELATED ITEMS CAN CAUSE DEATH, PERSONAL INJURY AND 
PROPERTY DAMAGE. 

This document and other information from Parker Hannifin Corporation, its subsidiaries and authorized distributors provide product or system options for further investigation by users 
having technical expertise. 

The user, through its own analysis and testing, is solely responsible for making the final selection of the system and components and assuring that all performance, endurance, maintenance, 
safety and warning requirements of the application are met. The user must analyze all aspects of the application, follow applicable industry standards, and follow the information concerning 
the product in the current product catalog and in any other materials provided from Parker or its subsidiaries or authorized distributors. 

To the extent that Parker or its subsidiaries or authorized distributors provide component or system options based upon data or specifications provided by the user, the user is responsible 
for determining that such data and specifications are suitable and sufficient for all applications and reasonably foreseeable uses of the components or systems. 

Offer of Sale 

The items described in this document are hereby offered for sale by Parker Hannifin Corporation, its subsidiaries or its authorized distributors. This offer and its acceptance are governed 
by the provisions stated in the "Offer of Sale". 

© Copyright 2018, Parker Hannifin Corporation, All Rights Reserved 
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Bulletin HY25-2885-M1/US 

Model Number Designator 

Basic Model 
885 

885 

T 
X 

Mounting Option---------__, 
X = Standard Mount 
G = Standard Mount w/ Metric Stud 
K = Standard Mount w/o Stud Kit 

BAH P 

Gear Ratio--------------' 
B = 18/32 
G =21/29 
J =23/27 
M =25/25 

Input Option--------------­

NOTE: For more details, see Application Catalog 
(Transmission model number required) 

Lube Option ________________ _. 

X = No Pressure Lube 
Pressure 

P = Pressure Lube 

Parts List 
885 Series 

p 4 xv 

l Output Option 
Driveline Output 

XV = 1410 Series Companion Flange 
• AB = DIN 120 Flange 

Pump Mount 
XS = SAE C 2 or 4-Bolt Flange, SAE C Shaft 

(1-1/4" - 14T) 
• XV = Meiller Pump 

.__ __ Assembly Arrangement 
3 = Right side - bulge down 

Left side - bulge up 
4 = Right side - gear rear, shaft rear, bulge down 

Left side - gear rear, shaft rear, bulge up 
5 = Left side - bulge down 

Right side - bulge up 
6 = Left side - gear rear, shaft rear, bulge down 

Right side - gear rear, shaft rear, bulge up 

----- Shift Option 
A = Air Shift - Manual 
N = 12V Elec/Airw/ EOC 
J = 24V Elec/Air w/ EOC 
P = 12V Elec/Air Shift 
Q = 24V Elec/Air Shift 

• V = Air Shift w/o Installation Kit 

NOTE: Not all options shown are current options available. See Chelsea Price List for current options. 

♦ No longer a current option per 2018 Chelsea Suggested List Price. 
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Bulletin HY25-2885-M1/US Parts List 

Exploded View 885 Series 

40 

41 

54 

39 
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Bulletin HY25-2885-M1/US Parts List 

Bill of Materials 885 Series 

Item Part Number Description Qty. 

1-P-528X PTO Housing, Standard Mount (Includes Item 2) .................................................. 1 

2 500597-16 Slotted Roll Pin (Included with Item 1)................................................................... 1 

3 379242 O-Ring Boss Plug (1 Req'd w/EOC) ...................................................................... 2 

4 379231 Pipe Plug (.125"-27 NPTF) (1 Req'd w/EOC) ........................................................ 2 

5 68-P-2 Name Plate ........................................................................................................... . 

6 378422 Drive Screw . . . ... .. .. . .. .. ... .. .. ..... ... . . ... . .. . ... . .. . . .. ... .. .. ... .. .. ... .. . ... . ... ... . . .. ... .. ... . . .. ... . . .. . ... . 2 

7 See Page 6 Input Gear ............................................................................................................. . 

8 560987 Tapered Bearing Cone (M Ratio)........................................................................... 2 

9 See Below Input Bearing Spacer............................................................................................. 1 

14-P-80-1 Bearing Adjusting Spacer (.110"-.112") ................................................................. AIR 

14-P-80-2 Bearing Adjusting Spacer (.115"-.117") ................................................................. AIR 

14-P-80-3 Bearing Adjusting Spacer (.120"-.122") ................................................................. AIR 

14-P-80-4 Bearing Adjusting Spacer (.124"-.126")................................................................. AIR 

10 14-P-81 Input Bearing Spacer ............................................................................................ . 

11 9-P-79 Idler Shaft (X Lube Option).................................................................................... 1 or 

9-P-80 Idler Shaft (P Lube Option) ................................................................................... . 

12 379484 Straight Threaded Connector................................................................................. 1 

13 379505 O-Ring Retainer..................................................................................................... 1 

14 28-P-42 O-Ring (-023) ........................................................................................................ . 

15 28-P-198 O-Ring (-117) ........................................................................................................ . 

16 379556 Run Tee, O-Ring Boss .......................................................................................... . 

21-P-644X Cap and Seal Assembly (Includes 17-20) ............................................................. 1 

17 21-P-644 Bearing Cap ...................................................................................................... . 

18 378849 Retaining Ring.................................................................................................... 1 

19 378811 Washer............................................................................................................... 1 

20 28-P-179 Oil Seal (1.379" x .875" x .249") ........................................................................ . 

25 22-P-112 Valve Cap Gasket ................................................................................................. . 

26 378447-6 Hex Head Capscrew (.312"-18 x 1.000") ............................................................... 2 

27 379243 Speed Sensor w/EOC. .. .. . .. . . .. . ... ... . . .. ... .. ... .. .. . .. . . .. . ... . ... . . ... . .. . ... . .. . . .. ... .. .. ... .. .. .. . .. . ... 1 

28 28-P-171 O-Ring w/EOC .. . ... . . ... . ... ... . . .. . .. .. ... . . .. . . .. . ... . .. . . .. .. ... .. .. . .. .. ... ... .. .. ... .. ... . ... . .. .. . .. . . ... .. .. . 1 

29 See Below Bearing Cap (Rear Side) 

21-P-552 Bearing Cap Ass'y 4 & 6........................................................................................ 1 or 

21-P-588 Bearing Cap Ass'y 3 & 5........................................................................................ 1 

30 560982 Tapered Bearing Cup............................................................................................. 1 

31 378431-18 Hex Head Capscrew .375"-16 x 2.000" ................................................................. 4 

32 22-P-98 Bearing Cap Gasket . .. ... .. ..... ... ... . . .. ... . . ... . . .. . .. .. .. . .. . . ... . . .. . . .. . ... . .. . ... ... .. .. ... .. .. .. . .. ...... 1 

N.S. - Not Shown AIR - As Required Continued on Next Page 



Bulletin HY25-2885-M1/US 

Bill of Materials 

Item 
33 

34 

35 

36 

37 
38 

39 
40 

41 

43 

44 

46 

47 
48 

49 
50 

51 

52 

53 

54 

55 

56 

57 

Part Number 
560986 
560976 

560985 

329314-*X 

28-P-194 

379465 
2-P-844 

379489 

379776 
37-P-24 

379821 

28-P-260 

379820 

379532 

See Page 7 

See Page 6 

31-P-92 

560975 

379511 
4-P-76 

4-P-170 

See Below 

21-P-584 
21-P-517 

21-P-515 

21-P-586 
21-P-544 

21-P-645 
21-P-541 

21-P-596 

See Below 

560977 

560984 

560982 

See Below 

560976 

560985 

560986 
28-P-196 

See Below 

55-P-20-1 

55-P-20-2 

55-P-20-3 
28-P-211 

28-P-267 

28-P-219 

N.S. - Not Shown 
♦ 

Parts List 
885 Series 

Description Qty. 
Tapered Bearing Cone (•AB & XV Output) ..... .......... ............ ..... .... ... ...... .... ..... ... ... 1 

Tapered Bearing Cone (XS Output) .......... ... ...... .... ..... ............. ............ ... ....... ..... .. . 

Tapered Bearing Cone (•xv Output) ........ ............... .. ........................................... . 

Drive Shaft & Clutch Ass'y (See page 11 for options) (Includes Items 35-46) ...... . 

O-Ring .................................................... .... ... .................. ................................... 2 

Lockring ............... ................. ... ...... ............... ... .... ........................ ............ .... ...... . 

Inner Clutch Gear Assembly .. ..... ...................................... .... .. ...... .................... . 

Clutch Plate (Friction) .. ..... ......... ................. ............ ............... ................ ......... .... 8 

Clutch Plate (Steel) ..... .... ....... ... .. ..... .......... ... .......... ..... ... .......... ............ .... ...... ... 7 

Spring ................................................................................................................. 1 

Piston, Clutch .. ..... ........ ........ ..... ............ ... ............ ... .......... ..... .......... ................. . 

O-Ring, Piston .. ...... ..... ................................. ...... ... ... .......... ............ ...... ...... ...... .. 1 

Backup Cylinder ......... ....... ..... ..... ... ....... ..... ........ ............. ................. .... ...... ..... .. . 

Lockring (XV) . . . .. . . . . . .. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .. . . . . . . . . . . . . . . . . 1 

AB, XS & XV Options ....................... ... ................................................................ .. . 

Output Gear .......... .... ............... ..... .................. .... ... .................. .......... ..... .... ... ........ 1 

Thrust Washer .. ... .. .. . .. . . ... . . .. . . .. . ... ... . . .. ... .. .. .. ... ... . . .. . .. .. ... .. .. . ... . ... . .. . . .. . . ... .. .. . .. .. ... ... . 2 

Caged Roller Bearing .. ... . . .. . .. .. . . .. . ... . .. . ... ... .. .. ... .. .. .. . .. ... . . ... ... . ... ... . . ... . ... . .. . . .. ... .. .. . .. 2 

Lockring ............................................... ................................................. ... .... .......... 1 

Drive Shaft Spacer. ....... ........... .... ..... ........... .... ..................... ... ............ .......... ... .... . 

Drive Shaft Spacer (XS Only Ass'y 3 & 5) ... ... . . .. ... .. ... . . .. ... . . .. . .. .. . . .. . .. . . .. . ... ... .. .. ... .. 1 

Bearing Cap Ass'y (Output Side) 

Bearing Cap Ass'y 3 & 5 (•AB & XV Output) (•AB & XV Output P Lube) .............. 1 

Bearing Cap Ass'y 4 & 6 (•AB & XV Output) .. ........................................... ............ 1 

Bearing Cap Ass'y 4 & 6 (XS Output Only) .. ...... ... ......... ...... ...... ...... .... ............ .... . 

Bearing Cap Ass'y 3 & 5 (XS Output Only) . . . ... .. .. ... . . ... .. .. . ... . ..... ... . .. . .. . . .. . . .. .. . .. .. ... 1 

Bearing Cap Ass'y 4 & 6 (XS Output P Lube) .. ......... ............... ...... ................ ...... . 

Bearing Cap Ass'y 3 & 5 (XS Output P Lube) .. ............ ..... .......... ... .......... ..... ....... . 

Bearing Cap Ass'y 4 & 6 (•xv Output Only) .... .... ............ ............ ... ... .... ................ 1 

Bearing Cap Ass'y 4 & 6 (•AB & XV Output P Lube) ............................................ 1 

Tapered Bearing Cup 

Tapered Bearing Cup (XS Output) .................... .................................... ................. 1 or 

Tapered Bearing Cup (•xv Output) .. ... . . .. ... .. .. .. . .. .. .. . .. . ... . ... ... . . .. ... .. ... . . .. . .. . . .. . ... . ... . 1 or 

Tapered Bearing Cup (•AB & XV Output) .............................................................. 1 

Tapered Bearing Cone 

Tapered Bearing Cone (XS Output) .............. ......... ... ............ ... ... .... ..... .......... ... ..... 1 or 

Tapered Bearing Cone (•xv Output) . . . ... .. .. . .. .. ... .. .. ... . . ... . . ... ... . . .. . .. .. .. . .. .. .. .. . .. . . .. . ... 1 or 

Tapered Bearing Cone (• AB & XV Output) ............................................................ 1 or 

O-Ring (-258) .............. .............. ...... ..... .......... ... ....... ... .................. ....... ..... .... ...... ... 1 

Shim, Bearing Cover....... ...... ...... ...... .... ..... ... .... ............... ... ............................ ....... AIR 

Shim, Bearing Cover (.003" Green) ....................................................................... AIR 

Shim, Bearing Cover (.010" Brown) ....................................................................... AIR 

Shim, Bearing Cover (Yellow) ................................................................................ AIR 

Oil Seal (• AB & XV Output) ................................................................................... 1 or 

Oil Seal (•XY Output)..................... ......................... ... ........................................... . 1 or 

Oil Seal (XS Output) .. .. . .. .. ... .. .. ..... ... . .. . . ... . . .. ... .. .. .. . .. ... . . ... ... . ... ... . . ... . ... . .. . . .. ... .. .. . .. .. 1 

AIR - As Required Continued on Next Page 

No longer a current option per 2018 Chelsea Suggested List Price. 



Bulletin HY25-2885-M1/US 

Bill of Materials 

Item Part Number 
58 378431-11 

59 3-1-3431 

379558 

60 380486X 

61 34-P-16 

62 35-P-69 

63 378431CR-6 

N.S. 500365-26 

N.S. 379564-2 

N.S. 379097 

N.S. See Below 

N.S. 379231 

N.S. 500897-5 

Description 

Parts List 
885 Series 

Hex Head Capscrew (.375"-16 x 1.125") .................. ......... ..... .... ... .......... ..... ... ...... 

Flange (1410 Series) (XV Output Only) ................................................................. 

Flange (DIN 120 Series) (•AB Output) .................... .. .. .... ............ ............ ... ... .... .. .. 

Locknut (•AB & XV Output Only) with washer required ................. ........................ 

Cover ... .............................. .. .. .... .................................. .. ................... .. ...... ............ . 

Gasket ............................... .... .. .......................... ... ............... ... .... ..... ...................... 

Hex Head Capscrew (.375"-16 x .625") ..... .. .......................................................... 

Flat Washer (used with item 63) ............................................................................ 

Shipping Cap (P Lube Only) ........ .. ............. .. ... .. .................................................... 

Inspection Tag .. ...... ........... ..... .... ........... ............................ ......... ... .. .. ...... .. .......... ... 

Pipe Plug/Shipping Plug ............ .... ......... ............... .. .......... .... ...... ... ..... .. .. .............. 

Pipe Plug (.125"-27 NPTF) (X Lube Option) (1 Required w/EOC) .................... ... . 

Shipping Plug (P Lube Option) .. .. ..... ..... ............... ..... ............. ..... ....... ... ........... .... . 

See pages 17-18 for Bill of Materials for the below loose parts. 

GASKET KIT 

328948-17X Gasket & Installation Instructions .. .. .... ............ ............ ...... .... .. ...... ................ ........ 

STUD KITS 

328170-179X Stud Kit (Standard Mount) ..................................................................................... 

328170-201 X Stud Kit (Metric Mount) ................ ..... ...... .. ....... ..... ... ......... ... .......... ............... ... ...... 

INSTALLATION KITS 

328388-50X 12V Installation Kit w/o EOC ........ ............ ............... .. ............. ................ ............... . 

328388-51X 24V Installation Kit w/o EOC ........ ............ ............... .. ............. ................ ............... . 

328388-52X 12V Installation Kit w/EOC ..... .... .................... ............ ... ......... .................. .............. 

328388-53X 24V Installation Kit w/EOC ..... .... .................... ............ ... ......... .................. .............. 

328388-71X Installation Kit (V Option) ........ .. ............. ......................... ..... ......................... ......... 

328388-99X Installation Kit (A Option) ........ .. ... .. ........ ......................... ..... ......................... ......... 

329650X 12V & 24V Control Box w/EOC ........ .................... ... ... .. .......... .......... ..................... 

HOSE ASSEMBLY KITS 

329228X Pressure Lube Mounting Kit (P Lube Only) ... .. .................. ..... .. ... .. ........ ................ 

329129-1X Pressure Lube Hose (36" Long from end to end) (P Lube Only) ........................... 

329130-1X Pressure Lube Hose (16.0"-15.5" Long from end to end) (P Lube Only) ............. . 

329130-3X Pressure Lube Hose (20.0"-20.5" Long from end to end) (P Lube Only) ............. . 

N.S. - Not Shown AIR - As Required 

♦ 

Qty. 
4 

1 

1 

1 

1 

1 

6 

6 

2 

1 

2 

1 

1 

1 

1 or 

1 

1 

1 

1 

1 

1 

1 

1 

1 

1 

1 

1 

1 

No longer a current option per 2018 Chelsea Suggested List Price. 



Bulletin HY25-2885-M1/US 

Gear Ratio Options 

Gear Chart 

GEAR 
DESIGNATOR 

885*BAH 

885*GAH 

885*JAH 

885*MAH 

885*BAK 

885*GAK 
- - -

885*JAK 

885*MAK 

885*BDA 

885*GDA 

885*MDA 

INPUT 
GEARS 

5-P-1100 

5-P-1135 

5-P-1102 

5-P-1103 

5-P-1106 

5-P-1108 

5-P-1109 

5-P-1110 

5-P-1120 

5-P-1174 

5-P-1121 

NO. 
TEETH 

A 

32 

32 

32 

32 

32 

32 
-- -

32 

32 

35 

35 

35 

Parts List 
885 Series 

HELIX 
ANGLE 

SPUR 

SPUR 

SPUR 

SPUR 

SPUR 

SPUR 
-

SPUR 

SPUR 

SPUR 

SPUR 

SPUR 

NOTE: Check Current Price Sheet for Availability of Input Options 

OUTPUT NO. 

GEARS TEETH 
C 

18 2-P-742 32 

21 2-P-473 29 

23 2-P-744 27 

25 2-P-762 25 

18 2-P-742 32 

21 2-P-473 29 
-- -- -

23 2-P-744 27 

25 2-P-762 25 

18 2-P-742 32 

21 2-P-743 29 

25 2-P-762 25 

A 

C 

B 



Bulletin HY25-2885-M1/US 

Lube Options 
Parts List 
885 Series 

Pressure Lubrication Hose Plumbing (SK-336 Rev C) 

Item 

120 

121 

122 

123 

124 

125 

126 

127 

128 

129 

♦ 

To Transmission 
Low Pressure Port 

123 

To Transmission 
Low Pressure Port 

123 

Part Number 

329228X 

379896 

379625 

379627 

378897 

379556 

379231 

28-P-245 

329129-1X 

329130-1X 

329130-3X 

❖AB & XV Output 

XS Output 

Description Qty. 

Pressure Lube Mounting Kit (Includes items 120, 121, 122 & 123) .. .................. .. 1 

Pipe Adapter with .031" Orifice ....................... ... ..................................................... 2 

90° Male Elbow SAE 37° (JIC) ................................ ............. ................................. . 

Male Pipe Branch Tee to Male SAE 37° (JIC) ......... ....................... ........................ . 

Street Tee....................... ... .................................................... .................................. 1 

Straight Thread O-Ring Branch Tee to Male 37° (JIC) ............................................. . 

Hex Socket Pipe Plug ................................ ............................... ... ............ ................. . 

O-Ring .......................................................... ....... ..................... .......... ...................... . 

Pressure Lube Hose, End to End Length 36.0" ...... ............ ............................ .......... 1 
Pressure Lube Hose, End to End Length 16.0" ...... .... ............ .............................. .... 1 

Pressure Lube Hose, End to End Length 20.0" ...... .... ............ .............................. .... 1 

No longer a current option per 2018 Chelsea Suggested List Price. 


